
JEC Ltd.

02-11 (Centrifugal and Positive Rotary Pumps)

CIP Models: Pumps with single mechanical seal:                     Rotary Lobe Pumps: JRZL105, 
JRZL110, JRZL115, JRZL120, JRZL220, JRZL225, JRZL330, JRZL340, JRZL440, JRZL450, 
JRZW120;                  Centrifugal Pumps: JCP508, JCP510, JCP 809, JCP812, JCP2210, 

JCP2214;                 Centrifugal (WFI) Pumps: JWP508, JWP510, JWP809, JWP812, JWP2210, 
JWP2214;                    Circumferential Piston Pump: JRZP015, JRZP030, JRZP060, JRZP130, 
JRZP220;                 Twin Screw Pumps: JRZS100, JRZS200, JRZS300;                 All pumps 

provided with Tri-Clamp, DIN 11851, or SMS sanitary fittings

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

Timothy R. Rugh

Executive Director

3-A Sanitary Standards, Inc.

CERTIFICATE AUTHORIZATION NUMBER: 1397ISSUE DATE: November 29, 2005

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE: 

15-26 Beodeul-ro 1362, Paltan-myun, Hwaseong-Si 445-971 , Republic of Korea

Number 02-11

December 31, 2018

May 2022

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary Standards, 

Inc. to take appropriate action in such cases in which evidence of nonconformance has been established.


